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RA16 - SPECIFICATIONS   RAB1815- SPECIFICATIONS  

Frequency response   Frequency response
Usable bandwidth 80Hz ÷ 20kHz  Usable bandwidth 28Hz ÷ 120 Hz

Senstivity    Sensibilità 
LF  (2,83 Vrms@1m)101dB SPL; 80÷800Hz (Linkwitz-Riley 24-Bessel24)  (2 Vrms@1m)102dB SPL (half space); 28÷120Hz (Butt 24- Linkwitz-Riley 24) 
HF  (2,83 Vrms@1m)110dB SPL; 800÷20000Hz (Bessel 24)

Power Rating   Impedance Power Rating  Impedance 
LF 800 Wrms; 3200W peak  8 Ohm (1000 +1000) Wrms; (4000 +4000) W peak (4+4) Ohm 
HF 66 Wrms (3” voice coil); 260W peak 16 Ohm

Nominal Directivity    Nominal Directivity
Horizontal symmetrical 120°  defined by the configuration and by the preset 
Vertical defined by the array  (single: omnipolar - multiple: cardioid configuration possible)

System Continuous SPL at 1 meter Continuous SPL at 1 meter System Continuous SPL at 1 meter 
 (flat array) (maximum curvature array)
1 box 130 dB SPL 130 dB SPL 1 box 136 dB SPL (half space)
2 box 136 dB SPL 134 dB SPL vertical coverage 24° 2 box 142 dB SPL  (half space)
4 box 142 dB SPL 138 dB SPL vertical coverage 48°

Components Custom designed on Montarbo specifications Components Custom designed on Montarbo specifications
LF 2 x 8” waterproof, neodimyum magnets woofers (2,5” voice coil)  1 x 15“ waterproof, neodimyum magnets woofer 
HF 1,4” neodimyum compression driver (3” titanium diaphragm)  (4” extra long excursion voice coil) bandbass folded horn 
    1 x 18“ waterproof, neodimyum magnets woofer 
    (4” extra long excursion voice coil) wave-guide bass reflex 

Enclosure   Enclosure
· Connections 2 x 4 pin Neutrik Speakon®  · Connections  2 x 4 pin Neutrik Speakon®

· Construction  15 mm Baltic birch plywood, black paint;   · Construction  15 mm Baltic birch plywood, black paint;
 black perforated steel grid ; acoustically-transparent foam  black perforated steel grid ; acoustically-transparent foam  
· Suspension points  4
· Weight (net) 18 kg (including suspension system)  · Peso (netto)  50 kg 
· Dimensions (wxhxd) 524 x 420 x 240 mm  (including suspension system) · Dimensioni (lxhxp) 500 x 740 x 740 mm  (without suspension system)
· Trap angle  2 x 6°

Additional Equipment 
DSP controller (Montarbo proprietary)   
Integrated flying hardware; handles

Configuration  RA16 RAB 1815 BX182A active bi-amplified subwoofer
  4 2 2 optional
  8 4 4 optional




